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Loading Dump File [C:\Windows\MEMORY.DMP]

Kernel Summary Dump File: Only kernel address space is available

Symbol search path is: SRV*C:\symbols*http://msdl.microsoft.com/download/symbols

Executable search path is: 

Windows 7 Kernel Version 7601 (Service Pack 1) MP (4 procs) Free x64

Product: WinNt, suite: TerminalServer SingleUserTS

Built by: 7601.17514.amd64fre.win7sp1_rtm.101119-1850

Machine Name:

Kernel base = 0xfffff800`02c5d000 PsLoadedModuleList = 0xfffff800`02ea2e90

Debug session time: Fri Feb 25 15:18:08.559 2011 (UTC + 1:00)

System Uptime: 0 days 1:01:49.824

Loading Kernel Symbols

...............................................................

................................................................

................................

Loading User Symbols

Loading unloaded module list

.....

*******************************************************************************

*                                                                             *

*                        Bugcheck Analysis                                    *

*                                                                             *

*******************************************************************************

Use !analyze -v to get detailed debugging information.

BugCheck 1E, {0, 0, 0, 0}

Probably caused by : amdppm.sys ( amdppm!C1Halt+2 )

Followup: MachineOwner

---------

3: kd> !analyze –v

*******************************************************************************

*                                                                             *

*                        Bugcheck Analysis                                    *

*                                                                             *

*******************************************************************************

Use !analyze -v to get detailed debugging information.

BugCheck 1E, {0, 0, 0, 0}

Probably caused by : amdppm.sys ( amdppm!C1Halt+2 )

Followup: MachineOwner

---------

3: kd> !analyze -v

*******************************************************************************

*                                                                             *

*                        Bugcheck Analysis                                    *

*                                                                             *

*******************************************************************************

KMODE_EXCEPTION_NOT_HANDLED (1e)

This is a very common bugcheck.  Usually the exception address pinpoints

the driver/function that caused the problem.  Always note this address

as well as the link date of the driver/image that contains this address.

Arguments:

Arg1: 0000000000000000, The exception code that was not handled

Arg2: 0000000000000000, The address that the exception occurred at

Arg3: 0000000000000000, Parameter 0 of the exception

Arg4: 0000000000000000, Parameter 1 of the exception

Debugging Details:

------------------

EXCEPTION_CODE: (Win32) 0 (0) - Der Vorgang wurde erfolgreich beendet.

FAULTING_IP: 

+3466383965396530

00000000`00000000 ??              ???

EXCEPTION_PARAMETER1:  0000000000000000

EXCEPTION_PARAMETER2:  0000000000000000

ERROR_CODE: (NTSTATUS) 0 - STATUS_WAIT_0

BUGCHECK_STR:  0x1E_0

DEFAULT_BUCKET_ID:  VISTA_DRIVER_FAULT

PROCESS_NAME:  System

CURRENT_IRQL:  0

EXCEPTION_RECORD:  fffff88002ffd8c8 -- (.exr 0xfffff88002ffd8c8)

ExceptionAddress: fffff80002ce968c (nt!KiSecondaryClockInterrupt+0x000000000000007c)

   ExceptionCode: c0000005 (Access violation)

  ExceptionFlags: 00000000

NumberParameters: 2

   Parameter[0]: 0000000000000000

   Parameter[1]: 0000000000000000

Attempt to read from address 0000000000000000

TRAP_FRAME:  fffff88002ffd970 -- (.trap 0xfffff88002ffd970)

NOTE: The trap frame does not contain all registers.

Some register values may be zeroed or incorrect.

rax=0000000000026522 rbx=0000000000000000 rcx=fffffa8004e55130

rdx=fffffa8004e4e348 rsi=0000000000000000 rdi=0000000000000000

rip=fffff80002ce968c rsp=fffff88002ffdb00 rbp=fffff88002ffdb80

 r8=0000000000000000  r9=0000000271cb2bf5 r10=000000000001e921

r11=fffff88002fd5180 r12=0000000000000000 r13=0000000000000000

r14=0000000000000000 r15=0000000000000000

iopl=0         nv up di pl zr na po nc

nt!KiSecondaryClockInterrupt+0x7c:

fffff800`02ce968c 0f296530        movaps  xmmword ptr [rbp+30h],xmm4 ss:0018:fffff880`02ffdbb0=00000000000000000000000000000000

Resetting default scope

LAST_CONTROL_TRANSFER:  from fffff80002cd4ffe to fffff80002cdd610

STACK_TEXT:  

fffff880`02ffc9a8 fffff800`02cd4ffe : fffffa80`04973000 fffff880`016c4caa fffff880`02ffd120 fffff800`02d092a0 : nt!KeBugCheck

fffff880`02ffc9b0 fffff800`02d08f6d : fffff800`02ee477c fffff800`02e21c88 fffff800`02c5d000 fffff880`02ffd8c8 : nt!KiKernelCalloutExceptionHandler+0xe

fffff880`02ffc9e0 fffff800`02d07d45 : fffff800`02e240fc fffff880`02ffca58 fffff880`02ffd8c8 fffff800`02c5d000 : nt!RtlpExecuteHandlerForException+0xd

fffff880`02ffca10 fffff800`02d18dc1 : fffff880`02ffd8c8 fffff880`02ffd120 fffff880`00000000 00000000`00000001 : nt!RtlDispatchException+0x415

fffff880`02ffd0f0 fffff800`02cdccc2 : fffff880`02ffd8c8 00000000`00000000 fffff880`02ffd970 fffff880`02fd5180 : nt!KiDispatchException+0x135

fffff880`02ffd790 fffff800`02cdb5ca : fffffa80`054714e0 fffff880`13008e28 00000000`00000000 fffffa80`0545e410 : nt!KiExceptionDispatch+0xc2

fffff880`02ffd970 fffff800`02ce968c : ff000000`00000000 fffff880`02ffdb80 00fff880`02fd5180 74000000`00000001 : nt!KiGeneralProtectionFault+0x10a

fffff880`02ffdb00 fffff880`03fc57f2 : fffff800`02ce6f09 00000000`002fe6b0 fffffa80`04e4ddd8 fffff880`02fdffc0 : nt!KiSecondaryClockInterrupt+0x7c

fffff880`02ffdc98 fffff800`02ce6f09 : 00000000`002fe6b0 fffffa80`04e4ddd8 fffff880`02fdffc0 00000000`00000001 : amdppm!C1Halt+0x2

fffff880`02ffdca0 fffff800`02cd533c : fffff880`02fd5180 fffff880`00000000 00000000`00000000 fffff880`130cf684 : nt!PoIdle+0x52a

fffff880`02ffdd80 00000000`00000000 : fffff880`02ffe000 fffff880`02ff8000 fffff880`02ffdd40 00000000`00000000 : nt!KiIdleLoop+0x2c

STACK_COMMAND:  kb

FOLLOWUP_IP: 

amdppm!C1Halt+2

fffff880`03fc57f2 c3              ret

SYMBOL_STACK_INDEX:  8

SYMBOL_NAME:  amdppm!C1Halt+2

FOLLOWUP_NAME:  MachineOwner

MODULE_NAME: amdppm

IMAGE_NAME:  amdppm.sys

DEBUG_FLR_IMAGE_TIMESTAMP:  4a5bc0fd

FAILURE_BUCKET_ID:  X64_0x1E_0_amdppm!C1Halt+2

BUCKET_ID:  X64_0x1E_0_amdppm!C1Halt+2

Followup: MachineOwner

