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Please go to the router background through telnet 192.168.8.1
Login：root
Password: Fireitup
Enter command : cat /tmp/hw_config
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There is at the end: LOGIN PW=
The next ten characters are the initial password
Log in to the web page 192.168.8.1
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Local upgrade
Upgraded back to V04.03.01.37 multi
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openwrt login: root
Password:

BusyBox v1.33.2 (2024-03-26 12:18:11 UTC) built-in shell (ash)

OW21.02_EC200A_ELAA_r1s558_1.057.058_20240330_10_01
root@openwr
cat: can't open '?': No such file or directory
root@penwrt:~# cat /tmp/hw_config
addip=seteny bootargs $ bom:aras} ip=${ipaddr}:${serverip}:${gatewayip}:${netmask}:${hostname}:${netdev}:onaddmisc=setenv bootargs root=${rootfsmtd} rw rom:fstyge=sqnashfs do_overlay consol
e=${console},${baudrate} ethaddr=${ethaddr} panic=1 I{mtdﬂarts) init=/etc/preinit active_bank=${active_bank} update_chk=${update_chk} maxcpus=4 pci=pcie_bus_perf ethwan=${ethwan} ubootver=$
{ver} mem=128M@512M baudrate=115200bootcmd=run flash_flashbootcore=openwrt-intel_mips-xrx500_4kec-easy350550. bootcure—'ln'ltranlfs—kerne1.b’lngootde ay-sbootfi1e-ulmra'?ecunscﬂe-ttyLTQodatLbhck
O=ubootdata_blockl=rootfsdata_block2=kerneldata_block3=sysconfi datulo(k4=ubmt(onf1'g(d’?tulo(ksﬂe(t(onf gethact=GRX500-Switchethaddr=00:90:4¢ 8: 88f_ddr config_addr=0x0000FFE8f_ddrcon
f1g_end=0x0000fffff_ddrconfig_size=24f_dectconfig_addr=0x007FF _dectconfig_size=0x400f_gphy_firmware_addr=IFX_CFG_FLASH_GPHY_FIRMWARE_IMAGE_START_ADDRf_gphy_firmware_end=IFX_CFG_FLASH_GP
HY_F IRMWARE _TMAGE_END_ADDRT_gphy_firmware_size=IFX_CFG_FLASH_GPHY_FIRMWARE_IMAGE_SIZEf_kernel_addr=0x007EDFFFf_kernel_end=TFX_CFG_FLASH_KERNEL_IMAGE_END_ADDRf_kernel_size=0f_rootfs_addr=0x0
0020000f_rootfs_end=IFX_CFG_FLASH_ROOTFS_IMAGE_END_ADDRF_rootfs_size=0f_sysconfi g_aﬂﬂr=0!007££000f_s¥sconfi g_512e=0x10000f_uboot_addr=0x00000000f_uboot_size=0f_ubootconfig_addr=0x80000f_ubo
otconfig;eonOWFEFFFf,ubmtconfig;izMxZMJlanconfig,add = IFX_CFG_FLASH_WLAN_CFG_START_ADDRT_wlanconfig_size=IFX_CFG_FLASH_WLAN_CFG_SIZEfirmware=firmware. imgflash_end=0x007FFFFFfla
sh_flash=sf Erobe 1 25000000; sf read ${loadaddr} 100000 200000;run addmisc;bootm ${loadaddr}flash_nfs=run nfsargs addip addmisc;bootm I{kerne'l_addr}f'lashar?s=setenv bootargs ubi.mtd=system
_sw ubi.block=0,${rootfsname} root=254:0 ro rootfstype=squashfsfullimage=fullima e.imggatewayiE—IQZ.162.1.11'paddr-192.168.1.11oad-tftp ${loadaddr} ${u-boot}Toadaddr=0x80800000mem=224Mmtdpar
tssmtdparts=spi32755.1:512k(uboot),128k(uboot(onfigkg,lzsk(uboot(onfigs),ZSEk((a ibration),2m(kernel),12m(rootfs),-(res)net_flash=run run_bootcore;tftp ${loadaddr} s${tftppath}${bootfile}; r
un flashargs addip addmisc; bootmnet_nfs=run run_bootcore;tftp ${loadaddr} S${tftppath}${bootfile};run nfsargs addip addmisc;bootmnet_ram=run run_bootcore;tftp S{1oadaddr ${tftppath}${bootf
ile}; run ramargs addip addmisc; bootmnetdev=ethOnetmask=255.255.255.0nfsargs=_setenv bootargs ubi.mtd=system_sw root=/dev/nfs rw nfsroot=${serverip}:${rootpath}part0_begin=0x00000000partl_
begin-oxooozoooo h¥m—224Mpreboat-e:ho; echo Type "run flash_nfs” to mount root filesystem over NFS;echoramargs=setenv bootargs root=/dev/ram rwreset_ddr_config=nand write.partial 80400000 ${
f_o drconfig_addrg {f_ddrconfig_size}teser_sysconfig-run ubi_init;ubi remove sysconfig;ubi remove’sysconfiga;ubi remove sysconfigereset uboot config=sf probe 1; sf erase ${f ubootconfig add
r} ${f_ubootconfig_size}rootfs=rootfs.imgrootfsmtd=, dev/mtdb'lockSroo(?a(h/mnt/fu'l'I,fsruanx)(core=sf probe 1; sf read 0xA04 ${tftppath}${bootcore}; sechoot Toad_os 0x8£000000 0xA04000
00 0x200000serverip=192.168.1.66stderr=serialstdin=serialstdout=serialtotal_db=6total_part=2totalimage=totalimage. imgu-boot=u-boot. Ttqupdate=protect off 1:0-2;era 1: ;cp.b ${loadaddr} 80O
00000 ${filesize}update_bootcore=tftpboot ${loadaddr} S{tftppath}sS{bootcore}; sf probe 1; sf erase AD0000 40000; sf wrtie ${loadaddr} A00000 40000update_boot]oader=run u?date_uboot;run upda
hyfirmware; update_fullimage=if tftp ${loadaddr} ${tftppath}fullimage.img;then sf probe 1; sf erase 100000 E00000; sf write 80800000 100000 ${filesize};else echo fullimage.img not Found
IT;fijresetupdate_kernel=if titp ${loadaddr} ${tftppath}uImage;then sf probe 1; sf erase 100000 200000; sf write 80800000 100000 ${filesize};else echo Image not Found !!;fiupdate_rootfs=if
tftp ${loadaddr} S${tftppath}rootfs;then sf probe 1; sf erase 300000 c00000; sf write 80800000 300000 ${filesize};else echo Image not Found !!;fiupdate_tota'limag&run ubi_init;if tftpboot §
{loadaddr} I{tftpgath)!l{)totaﬁmage);then upgrade ${loadaddr} ${filesize}; else echo Image not Found '';fiupdate_uboot=if tftp ${loadaddr} ${tftppath}${u-boot};then sf probe 1; sf erase 0 0x
80000; sf write ${loadaddr} 0 S{filesize};else echo Image not Found !!;fi;resetTD_FACTORY_FLAG=1HW_WLANO_TX_POWER_DIFF_HT40_25=0000000000000000000000000000HW_WLANO_TX_POWER_DIFF_HT20=fefefef
efefefefefefefefefefeHW_WLANO_TX_POWER_DIFF_OFDM=1111111111111111111111111111HW_WLANO_L1N_THER=31HW_WLANO_L1N_XCAP=34HW_WLANO_TX_POWER_CCK_A=2323232222222222222323232323HW_WLANO_TX_POWER_CC
K_B=2424242121212121212323232323HW_WLANO_TX_POWER_HT40_1S_A=2424242222222222222323232323HW_WLANO_TX_POWER_HT40_1S_B=2323232222222222222222222222TD_RF_TSFLAG=20230619183654771TD_THRPUT_TSTFL
AG=20230624094926612HW_NICO_ADDR=50:28:73:03:C5: JOWLAN_WSC_PIN=67571888TD_ATE_SN=EF151010325000071PLC_DPW=PLC_NPW=SSID=COUNTRY=USPROVINCE_CODE=MAXPOWER=TD_WLAN_24_POWER=TD_WLAN_5_POWER=Chan
nel=Login_PW=IP=CTEI_SN=ELINK_SN=WORK_MODE=XYGJ]_PIN=DM_CMEI=TD_FINISH_TSTFLAG=20230624163727745WPA_PW=8W4rt5dsduLOGIN_PW=3064rbIiiGroot@openwrt :~#
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openwrt login: root
Password:

BusyBox v1.33.2 (2024-03-26 12:18:11 UTC) built-in shell (ash)

root@openwr
cat: can't open =
root@openwrt :~#
addip=seteny bootargs § bom:aras} ip=${ipaddr}:${serverip}:${gatewayip}:${netmask}:${hostname}:${netdev}:onaddmisc=setenv bootargs root=${rootfsmtd} rw rom:fstyge=sqnashfs do_overlay consol
e=${console},${baudrate} ethaddr=${ethaddr} panic=1 I{mtdﬂarts) init=/etc/preinit active_bank=${active_bank} update_chk=${update_chk} maxcpus=4 pci=pcie_bus_perf ethwan=${ethwan} ubootver=$
{ver} mem=128M@512M baudrate=115200bootcmd=run flash_flashbootcore=openwrt-intel_mips-xrx500_4kec-easy350550. bootcure—'ln'ltranlfs—kerne1.b’lngootde ay-sbootfi1e-ulmra'?ecunscﬂe-ttyLTQodatLbhck
O=ubootdata_blockl=rootfsdata_block2=kerneldata_block3=sysconfi da\:ulo(k4=uboot(onf1'g{d,gtU]o(kS:de(t(onf gethact=GRX500-Switchethaddr=00:90:4¢ 8: 88f_ddr config_addr=0x0000FFE8f_ddrcon
f1g_end=0x0000fffff_ddrconfig_size=24f_dectconfig_addr=0x007FF _dectconfig_size=0x400f_gphy_firmware_addr=IFX_CFG_FLASH_GPHY_FIRMWARE_IMAGE_START_ADDRf_gphy_firmware_end=IFX_CFG_FLASH_GP
HY_F IRMWARE _TMAGE_END_ADDRT_gphy_firmware_size=IFX_CFG_FLASH_GPHY_FIRMWARE_IMAGE_SIZEf_kernel_addr=0x007EDFFFf_kernel_end=TFX_CFG_FLASH_KERNEL_IMAGE_END_ADDRf_kernel_size=0f_rootfs_addr=0x0
0020000f_rootfs_end=IFX_CFG_FLASH_ROOTFS_IMAGE_END_ADDRF_rootfs_size=0f_sysconfi g_addr=0!007££000f_s¥s(onfi g_512e=0x10000f_uboot_addr=0x00000000f_uboot_size=0f_ubootconfig_addr=0x80000f_ubo
otconfig;eonOOKEFFFf,ubmtconfig;izMxZMJlanconfig,add = IFX_CFG_FLASH_WLAN_CFG_START_ADDRT_wlanconfig_size=IFX_CFG_FLASH_WLAN_CFG_SIZEfirmware=firmware. imgflash_end=0x007FFFFFfla
sh_flash=sf Erobe 1 25000000; sf read ${loadaddr} 100000 200000;run addmisc;bootm ${loadaddr}flash_nfs=run nfsargs addip addmisc;bootm I{kerne'l_addr}f'lashar?s=setenv bootargs ubi.mtd=system
_sw ubi.block=0,${rootfsname} root=254:0 ro rootfstype=squashfsfullimage=fullima e.imqgatewayiE—IQZ.IGZ.1.11'paddr-192.168.1.11oad-tftp ${loadaddr} ${u-boot}Toadaddr=0x80800000mem=224Mmtdpar
tssmtdparts=spi32755.1:512k(uboot),128k(uboot(onfigkg,lzsk(uboot(onfigs),ZSEk((a ibration),2m(kernel),12m(rootfs),-(res)net_flash=run run_bootcore;tftp ${loadaddr} s${tftppath}${bootfile}; r
un flashargs addip addmisc; bootmnet_nfs=run run_bootcore;tftp ${loadaddr} S${tftppath}${bootfile};run nfsargs addip addmisc;bootmnet_ram=run run_bootcore;tftp S{1oadaddr ${tftppath}${bootf
ile}; run ramargs addip addmisc; bootmnetdev=ethOnetmask=255.255.255.0nfsargs=_setenv bootargs ubi.mtd=system_sw root=/dev/nfs rw nfsroot=${serverip}:${rootpath}part0_begin=0x00000000partl_
begin-oxooozoooo h¥m—224Mpreboot-e:ho; echo Type "run flash_nfs” to mount root filesystem over NFS;echoramargs=setenv bootargs root=/dev/ram rwreset_ddr_config=nand write.partial 80400000 ${
f_o drconfig_addrg {f_ddrconfig_size}teser_sysconfig-run ubi_init;ubi remove sysconfig;ubi remove’sysconfiga;ubi remove sysconfigereset uboot config=sf probe 1; sf erase ${f ubootconfig add
r} ${f_ubootconfig_size}rootfs=rootfs.imgrootfsmtd=, dev/mtdb'l0:k6rm(¥a(h=/mnt/fu'l'I,fsruanx)(core=sf probe 1; sf read 0xA04 ${tftppath}${bootcore}; sechoot Toad_os 0x8£000000 0xA04000
00 0x200000serverip=192.168.1.66stderr=serialstdin=serialstdout=serialtotal_db=6total_part=2totalimage=totalimage. imgu-boot=u-boot. Ttqupdate=protect off 1:0-2;era 1: ;cp.b ${loadaddr} 80O
00000 ${filesize}update_bootcore=tftpboot ${loadaddr} S{tftppath}sS{bootcore}; sf probe 1; sf erase AD0000 40000; sf wrtie ${loadaddr} A00000 40000update_boot]oader=run u?date_ubmt;run upda
hyfirmware; update_fullimage=if tftp ${loadaddr} ${tftppath}fullimage.img;then sf probe 1; sf erase 100000 E00000; sf write 80800000 100000 ${filesize};else echo fullimage.img not Found
IT;fijresetupdate_kernel=if titp ${loadaddr} ${tftppath}uImage;then sf probe 1; sf erase 100000 200000; sf write 80800000 100000 ${filesize};else echo Image not Found !!;fiupdate_rootfs=if
tftp ${loadaddr} S${tftppath}rootfs;then sf probe 1; sf erase 300000 c00000; sf write 80800000 300000 ${filesize};else echo Image not Found !!;fiupdatLtota'limag&run ubi_init;if tftpboot §
{Toadaddr} I{tftpgath)!l{)tutaﬁmage);then upgrade ${loadaddr} ${filesize}; else echo Image not Found '';fiupdate_uboot=if tftp ${loadaddr} S{tftppath}${u-boot};then sf probe 1; sf erase 0 Ox
80000; sf write ${loadaddr} 0 S{filesize};else echo Image not Found !!;fi;resetTD_FACTORY_FLAG=1HW_WLANO_TX_POWER_DIFF_HT40_25=0000000000000000000000000000HW_WLANO_TX_POWER_DIFF_HT20=fefefef
efefefefefefefefefefeHW_WLANO_TX_POWER_DIFF_OFDM=1111111111111111111111111111HW_WLANO_L1N_THER=31HW_WLANO_L1N_XCAP=34HW_WLANO_TX_POWER_CCK_A=2323232222222222222323232323HW_WLANO_TX_POWER_CC
K_B=2424242121212121212323232323HW_WLANO_TX_POWER_HT40_1S_A=2424242222222222222323232323HW_WLANO_TX_POWER_HT40_1S_B=2323232222222222222222222222TD_RF_TSFLAG=20230619183654771TD_THRPUT_TSTFL
AG=20230624094926612HW_NICO_ADDR=50:28:73:03:C5: 90WLAN_WSC_PIN=67571888TD_ATE_SN=EF151010325000071PLC_DPW=PLC_NPW=SSID=CqH ©3PRPVINCE_CODE=MAXPOWER=TD_WLAN_24_POWER=TD_WLAN_5_POWER=Chan
neT=Login_PW=IP=CTET_SN=ELINK_SN-WORK_MODE=XYGJ_PIN=DM_CMEI=TD_FINISH_TSTFLAG=2023062416372774 5WPA_PW=8WArt 5d5duLOGIN_PWi3064rbTiichootaopenwrt i~
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