Übertakten des 955 BE

3.6GHz

- CPU Voltage (Prozessorspannung): 1.40V 
- CPU/NB Voltage: 1,375V
- CPU VDDA Voltage: 2,5V
- DRAM Voltage (Speicher Spannung): 1.66V
- HT Voltage: 1,2V
- NB Voltage: 1,1V
- CPU Ratio (Multiplikator): x18
- FSB Frequency: 200 MHz
- PCIe Frequency: 100 MHz
- DRAM Frequency: 1600 MHz
- CPU/NB Frequency: Auto
- HT Link Speed: Auto

3.9GHz
 
 - CPU Voltage (Prozessorspannung): 1.50V 
- CPU/NB Voltage: 1,375V
- CPU VDDA Voltage: 2,5V
- DRAM Voltage (Speicher Spannung): 1.66V
- HT Voltage: 1,2V
- NB Voltage: 1,1V
- CPU Ratio (Multiplikator): x19.5
- FSB Frequency: 200 MHz
- PCIe Frequency: 100 MHz
- DRAM Frequency: 1600 MHz
[bookmark: _GoBack]- CPU/NB Frequency: Auto MHz
- HT Link Speed: Auto

- CPU Voltage (Prozessorspannung): 1.50V 
- CPU/NB Voltage: 1,4V
- CPU VDDA Voltage: 2,5V
- DRAM Voltage (Speicher Spannung): 1.66V
- HT Voltage: 1,2V
- NB Voltage: 1,1V
- CPU Ratio (Multiplikator): x13
- FSB Frequency: 300 MHz
- PCIe Frequency: 100 MHz
- DRAM Frequency: 1600 MHz
- CPU/NB Frequency: Auto
- HT Link Speed: 2100 MHz
- Loadline Calibration: Auto

